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1. To ensure that the facepiece is thoroughly disinfected, Alcohol should be used on the rubber areas of the facepiece. 

a. True

b. False

2. SCBA should be stored in areas where they can be protected from:

a. Chemicals

b. Sunlight

c. Dust

d. All of the above.

3. When an SCBA cylinder is damaged beyond repair due to cuts, abrasions or impact, it is consider out of service.  What level of damage is it?
a. Level 1
b. Level A
c. Level 3
d. Level C
4. Gross decon shall be performed prior to removal of ______________.
a. regulator
b. face piece
c. SCBA
d. bunker gear

5. The Vibralert low air alarm will activate when your cylinder pressure reaches?

a. 10%

b. 20%

c. 25%

d. 30%

6. “Transfilling” and “Buddy Breathing” are not the same.  Identify the term that best matches the definitions below:  
________________________ is using a hose to connect two packs together, both firefighters breath off the pack with the highest regulated air supply. 
________________________ is the process of using a hose or RIT/RIC kit to equalize pressure between two cylinders of air.  
7. A continuously flashing Red LED in the HUD means:  __________________________________________________________________________________________________________________________________

8. Hydrogen Cyanide (HCN) is a toxic gas present in nearly all structure fires.  It affects the body in two ways:

a. Inhibits aerobic respiration at the mitochondrial level

b. Displaces oxygen

c. Binds with hemoglobin

d. Smells bad

9. Name 4 environments that an SCBA shall be worn in:

___________________________________________________________

___________________________________________________________


___________________________________________________________


___________________________________________________________ 

10. The arrow points to the:

a. Cylinder Coupling 

b. Regulator Coupling

c. Deflector Array

d. URC
11. What is the allowable pressure differential between the SEMS digital pressure readout and the pressure gauge on the SCBA cylinder before it must be taken out of service?

_____________ %     or     +/-   ____________ psi.

12. Approved Respiratory protection for fire fighters during the overhaul stages of a structure fire include:  (check all that apply)

· P100 mask

· N95 mask

· APR 

· SCBA
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